
S. WIN D SOR , C T
1590 Jo hn F itch B lvd.
S. Windso r, C T 06074

1-800-877-2759

WOB UR N ,  M A
8 R o essler  R d.

Wo burn, M A 01801
1-800-937-6700

WEST B R OOK, M E
640 Saco St .

Westbro o k,  M E 04092
1-866-547-3042

C A R LST A D T ,  N J
75 A mo r A venue

C arlstadt ,  N J 07072
1-877-672-3070

B ET H P A GE,  N Y
999 S. Oyster B ay R d.

B ethpage,  N Y 11714
1-800-818-0434

GUILD ER LA N D  C T R ,  N Y
N .E. Industria l P ark B ldg. 18

Guilderland C tr, N Y 12085
1-800-221-1981

R OC H EST ER ,  N Y
1671 Lyell  A ve

R o chester,  N Y 14606
1-800-801-9213

E.  P R OVID EN C E,  R I
1 N o yes A ve B ldg. A unit 2 E.

E. P ro vidence, R I 02916
1-800-292-6766

S. R OYA LT ON , VT
5319 R o ute 14

S. R o yalto n, VT 05068
1-877-347-1406



* Tip size may be changed based on the user’s speed of application
* For best results please use the recommended air and fluid pressures listed

Material Set-Up Recommendations

Coating Atomization Technologies: 337 S. Arthur Ave. Louisville, CO 80027 Tel: 888.820.4498 Fax: 303.438.5708
www.spraycat.com

GUN / TECHNOLOGY SYSTEM TIP / AIR CAP AIR PRESS. FLUID PRESS. FLUID REG.PRESS.
Pressure Pot 1.5 X 2266-3T 45-55 PSI 8-10 PSI -

Double Diaphragm 1.5 X 2266-3T 45-55 PSI 20 PSI 8-10 PSI
Pressure Pot 1.5 X 2266-3 45-55 PSI 8-10 PSI -

Double Diaphragm 1.5 X 2266-3 45-55 PSI 20 PSI 8-10 PSI

F-155R & F-156 - PREMIUM SPRAY GRADE CONTACT ADHESIVE

Tomcat

Panther

High performance post forming contact adhesive.

GUN / TECHNOLOGY SYSTEM TIP / AIR CAP AIR PRESS. FLUID PRESS. FLUID REG.PRESS.
Pressure Pot 1.5 X 2266-3T 45-55 PSI 8-10 PSI -

Double Diaphragm 1.5 X 2266-3T 45-55 PSI 20 PSI 8-10 PSI
Pressure Pot 1.5 X 2266-3 45-55 PSI 8-10 PSI -

Double Diaphragm 1.5 X 2266-3 45-55 PSI 20 PSI 8-10 PSI

F-158MR & F-159M - GENERAL PURPOSE SPRAY GRADE CONTACT ADHESIVE

Panther

Tomcat

Economy grade contact adhesive for flat work.



* Tip size may be changed based on the user’s speed of application
* For best results please use the recommended air and fluid pressures listed

Material Set-Up Recommendations

Coating Atomization Technologies: 337 S. Arthur Ave. Louisville, CO 80027 Tel: 888.820.4498 Fax: 303.438.5708
www.spraycat.com

GUN / TECHNOLOGY SYSTEM TIP / AIR CAP AIR PRESS. FLUID PRESS. FLUID REG.PRESS.
Pressure Pot 1.3 X 2266-3T 12-14 PSI 4-6 PSI -

Double Diaphragm 1.3 X 2266-3T 12-14 PSI 15 PSI 4-6 PSI
Pressure Pot 1.3 X 1313 12-14 PSI 4-6 PSI -

Double Diaphragm 1.3 X 1313 12-14 PSI 15 PSI 4-6 PSI
CAT SLP

(HVLP - California Compliant)

F-180 & F-180G - WATER BASE CONTACT ADHESIVE

Panther

Waterbased contact adhesive.
Low VOC for California and other “OTC” States.

GUN / TECHNOLOGY SYSTEM TIP / AIR CAP AIR PRESS. FLUID PRESS. FLUID REG.PRESS.
Pressure Pot 1.5 X 2266-3T 20-30 PSI 8-10 PSI -

Double Diaphragm 1.5 X 2266-3T 20-30 PSI 20 PSI 8-10 PSI
Pressure Pot 1.5 X 2266-3 20-30 PSI 8-10 PSI -

Double Diaphragm 1.5 X 2266-3 20-30 PSI 20 PSI 8-10 PSI

F-268 & F-268R - LOW VOC SPRAY GRADE CONTACT ADHESIVE

Panther

Tomcat

High pressure laminate bonding.
Low VOC for use in OTC States except California.

GUN / TECHNOLOGY SYSTEM TIP / AIR CAP AIR PRESS. FLUID PRESS. FLUID REG.PRESS.
Pressure Pot 1.5 X 2266-3T 10-12 PSI 10-12 PSI -

Double Diaphragm 1.5 X 2266-3T 10-12 PSI 30 PSI 10-12 PSI
Pressure Pot 1.5 X 2266-3 10-12 PSI 10-12 PSI -

Double Diaphragm 1.5 X 2266-3 10-12 PSI 30 PSI 10-12 PSI

F-170G & F-171 - NON-FLAMMABLE HIGH SOLIDS SPRAY GRADE CONTACT ADHESIVE

Panther

Tomcat

General purpose contact adhesive.
No VOC for use in OTC States except California.



Recommended Products

Coating Atomization Technologies: 337 S. Arthur Ave. Louisville, CO 80027 Tel: 888.820.4498 Fax: 303.438.5708
www.spraycat.com

51-202 51-508

Panther P100G
“The Laminator”

The gun body/air cap are teflon
anodized for easy clean up.
Stainless steel fluid passages.
Self cleaning needle.
The teflon coated air cap is designed to
reduce “face loading”.

®

®

®

®

®

The P100G is CAT’s premier air
spray gun ideal for any glue/
adhesive application.

70-1101-5
5 Gallon

Wall Mount

Double Diaphragm Pumps
C.A. Technologies double diaphragm pumps are the answer
for spraying virtually any type of adhesives, including “sheer
sensitive” products. They’re perfect for single, multi-hand gun
and automatic spray systems. Available with optional fluid
regulator (52-203) to provide pulse free operation and multi-gun
setups. Stainless steel construction, teflon diaphragms and
stainless steel balls and seats, these units are rated at 12
gallons per minute at maximum of 100 psi fluid pressure.

70-1101-55
55 Gallon

Wall Mount 70-1102-5
5 Gallon

Cart Mount

70-1102-55
55 Gallon

Cart Mount

70-1105
55 Gallon

Drum Mount
*Please note that standard 5 gallon pails will fit into our

5 gallon pressure pots.

Semi ridged liners for the 51-200/800 series 2.5 gal tanks.
Part Number: 51-261-12 (12 pack)

51-261-60 (60 pack)

®

70-1103
5 Gallon

Pail Mount

CP-CSLP
CSLP CAT Pack

The CSLP is an all stainless steel pressure
feed spray gun.
Comes in a kit which incorporates 3
needles/nozzles and 2 air caps.
California compliant HVLP.

®

®

®

Pressure Tanks - Solvent Based
2.5 Gallon Tank 5 Gallon Tank

Pressure Tanks - Water Based
2.5 Gallon Stainless

Steel Tank
5 Gallon Stainless

Steel Tank

51-802 51-852

Tomcat
General Purpose

The Tomcat/Tomahawk are general
purpose conventional air spray
guns.
Rugged and designed for
production use, these spray guns
are perfect for all coatings thick and
thin.

®

®

Semi Ridged Liners
2.5 Gallon Disposable Semi Ridged Liners


